2000 Amp Clamp Meters

B 2000A current capability

B Broad fraquency response -
40Hz 1o 1kHz

B Low battery indicatar

B Overload protection
an all ranges

W Lifetime limited warranty
Includes camying case
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Cal. No.

Description

20008AC Clamp Meter, data hold

00AAL Clamp Mster, DC curent, oufput ferminal,
dinde tesi, max hald
2000AAC Clamp Meber, Trug AMS, DC current,

autput termingl, dicde s, peak hold

61-741

61-142

i1-740

: 61-740
Specifications Range & Aesolufion

B1-741

Range & Resolution

AC Voltage | 40.00/400.0/750 V 1.0% 400.0,750 V 15% | 40.00M00.0/750 V 1.5%
| DG Voltage T moomoogsoN | 10% ~ 4000/1000 V T 0% | 400M0007000V | 10%
AC Current | WOGA | i0% | 4000000A | 15% | AOOPODVO00A | 15%
[ o R /o< T SRR o (T WOO00A | 15%
Resistance | AD00AD00OKMDOOKAOGKE | 15% | 4000/4000Q 15% | 400.0/4000 2 | 15%
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61-742
ALcurac Range & Aesolution | Accuracy
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1-800-435-0705 for Customer Service



